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The Ultimate Force Multiplier! 



THE NEW GENERATION FORCE MULTIPLIER! 

Introducing - The NEW MGL-AV140.
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THE  ULTIMATE FORCE MULTIPLIER! 
ABRAMS AIRBORNE MANUFACTURING, INC.

The MGL-AV140 is a hand-held, revolving action, gas operating index mechanism, 40mm multi-shot grenade 
launcher. Our family of launchers has been tested and qualified in accordance with USDOD and STANAG and 
is currently in operation with the US military and various NATO nations.

Proudly made in the USA, the MGL-AV140 fires all DODIC and NATO Standard 40mm Low Velocity Lethal 
and Less than Lethal grenades.

The MGL-AV140 has been qualified to fire the new Medium Velocity (MV) 40mm grenades developed by 
RheinMetall/Denel munitions.

The MGL-AV140 can be loaded mission specific with a variety of 40mm munitions, thus allowing the operator to 
select the desired round and fire without having to change the weapon load. All six (6) of its 40mm grenades 
can be fired in 3 seconds, effectively covering a minimum area of 20 x 60 meters without reloading the weapon. 
It is accurate for pin-point targets of up to 125 meters and with a maximum range of 400 meters with LV Gre-
nades and also for pin-point targets of up to 250 meters and with a maximum range of 800 meters with medium 
velocity grenades

OPTIONAL COLORS :

* Brochure colors may vary slightly from actual weapon colors.

TAN GREENBLACK
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VORTEX VENOM RED DOT SIGHT

The MGL-AV140 sighting base has been adapted to accommodate the VORTEX VENOM sight.

The durable, machined aluminum housing ensures the unit will stand up to whatever you throw at it. High-quality, 
fully multi-coated lens offers a clean, wide field of view. The top-load system makes changing the CR 1632 
battery a snap and alleviates the need to remove the sight when switching the power source. The power and dot 
intensity controls are conveniently located on the left side of the unit. 

OPTICAL FEATURES

Multiple anti-reflective coatings on all air-to-glass surfaces increase light transmission.
Choose between 10 levels of brightness in manual mode or switch to auto mode.
All red dot and holographic sights will exhibit some small amount of parallax. 
All red dot and holographic sights will exhibit some small amount of parallax. 

Fully Multi-Coated
Brightness Settings

Parallax Free

CONSTRUCTION FEATURES

Compact and lightweight.
O-ring seals prevent moisture, dust and debris from penetrating for reliable performance in 
all environments.

Rugged construction withstands recoil and impact.
Highly durable low-glare matte finish.
Ultra-hard, scratch-resistant coating protects exterior lenses from scratches, oil and dirt.

Single-Piece Chassis
Waterproof

Shockproof
Hard Anodized Finish
ArmorTek

CONVENIENCE FEATURES

Non-critical eye relief for rapid target acquisition.
14-hour auto-shutdown feature maximizes battery life. Up to 150 hours of use at highest 
setting. 

0 - 400 meters with LV grenades and 0 - 800 meters with MV grenades

Unlimited Eye Relief
Battery Life

Range
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PROUDLY MADE 100% IN THE USA
AAMI supplies a family of comprehensive, accurate and unsurpassed weapons, 
in support of the United States Military and various NATO nations.

TECHNICAL DATA:* MGL-AV140 with 203mm barrel

Country of  manufacturing 

Length (stock collapsed)

Length (stock extended)

Weight (empty without sight, unloaded)

Sight Magnification

Weight loaded with
6 grenades

Height with MDRS sight fitted

Width

Length of barrel

Calibre

Effective range

Cylinder length

Advance mechanism

Rifling

Magazine type

Cylinder capacity

Mode of fire

Method of operation

Safeties

USA

648 mm/25.5 inches

739 mm/ 29.1 inches

13.8 lbs (6.26 kg)

 x1

Will depend on type of ammunition used.

260 mm/ 10.2 Inches

165 mm

(8 inch) 203 mm or optional (12 inch) 304 mm

40 x 46 mm (Low Velocity = LV)

40 x 51 mm (Medium Velocity= MV)  

375 m (LV grenades)

800 m (MV grenades) 

140 mm

Gas operated

Progressive gain twist

Rotating cylinder

6 Rounds of less than 142 mm

Semi- automatic and manual cycling - percussion

Hand-held, revolving action, gas plug operating index 
mechanism, double action trigger

Ambidextrous safety selector,

Cylinder alignment pin

Cylinder will not advance unless a round is fired

* All weights and dimensions are nominal and subject to change


